
 
Hi-Current output integrated amplifier 

Z A X - 7 0 

New rounded shape for all new design solid state integrateg amplifier ! 
 
Tecnology meet desing based on new case for better rigidity and mechanical vibration control : 
 
 All transistors design circuit ( no ic on signal path) 
 Hi-current circuit by bypolar transistors as 12 amp output peak 
 Only one capacitor on signal path as hi quality film ( no electrolitics on signal path) 
 No current output limitation circuits 
 Design meet very low impedance module loudspekers output stage 
 Volume remote controller ( alps blue velvet) 
 Blue led on volume knob  
 Special machined anti-statics knob 
 Passive output volume control for active subwoofer or headphones amplifier 
 No any mechanical vibration from power transformer , new technology design 
 Controlled vibration chassis design 

hand-made by: 
Lector-audio 

Via Verdi,35    27010 Albuzzano PV-ITALY EEC- 
tel:  0382.484165    fax: 0382.481021     

 E-mail:  info@lector-audio.com 
web: http://www.lector-audio.com 

 

O P T I O N A L    &   C O N V E N I E N C E 

 Full alluminium remote control handset 
 Feet Spikes kit 
 Iso footer feet kit 

L e c t o r - a u d i o: 
 

Tecnologia, suono , 
Macchine sonore originali  

25 anni di impegno  nel  puro audio 

POWER OUTPUT @ 8 OHM 70 W RMS per Channel 

DAMPING @ 100 Hz better than 100 

Frequency Response - 1.5 db @ max.power 10-50 Khz 

Sensibility for all inputs line  200 mV 

Voltage output tape recorder 150 mV 

Total Distorsion THD Better than 0.1% 

Signal to noise ratio Better than 100 db 

Input line impedance 50 Kohm / 220 pF 

Power supply and power consumation 110/220 vac 190 W 50/60 Hz 

Weight and dimension 10 Kg net -430x300x108 (LxDxH) 


